
WELDTEC™  
ROOFING SYSTEM

Welded seam

ARDEX WPM 715 
adhered with ARDEX WA 98 or BA 2012 S/TF

The exact functionality and buildup of systems should be discussed with your 
ARDEX Architectual Specifications Manager prior to finalising the design.

Selected substrate

40mm



WELDTEC™  
GREEN ROOF SYSTEM

Selected green roof build-up

ARDEX DRS 10 GC Drainage Protection Membrane

ARDEX WPM 715 adhered 
with WA 98 or BA 2012 
S/TF

ARDEX Polyiso Insulation Board

Specified ARDEX Vapour 
Barrier

Substrate engineered  
to suit green roof

The exact functionality and buildup of systems should be discussed with your ARDEX Architectual 
Specifications Manager prior to finalising the design.

Fastening of ARDEX Polyiso Board has been omitted from these illustrations for clarity.



WELDTEC™  
WARM ROOF SYSTEM

ARDEX WPM WPM 715 
adhered with ARDEX WA 98 or 
BA 2012 S/TF

PLYWOOD SUBSTRATE

ARDEX HD Cover Board 
(if required)

ARDEX Polyiso Board

Specified ARDEX Vapour 
Barrier

Plywood pitched to falls

The exact functionality and buildup of systems should be discussed with your ARDEX Architectual 
Specifications Manager prior to finalising the design.

Fastening of ARDEX Polyiso Board has been omitted from these illustrations for clarity.



WELDTEC™  
WARM ROOF SYSTEM
CONCRETE SUBSTRATE

ARDEX WPM 715 adhered 
with ARDEX WA 98 or BA 
2012 S/TF

ARDEX HD Cover Board 
(if required)

ARDEX Polyiso Board

Specified ARDEX Vapour 
Barrier

ARDEX A 38 screed to falls

Concrete

The exact functionality and buildup of systems should be discussed with your ARDEX Architectual 
Specifications Manager prior to finalising the design.

Fastening of ARDEX Polyiso Board has been omitted from these illustrations for clarity.



WELDTEC™  
WARM ROOF SYSTEM
METAL DECK SUBSTRATE

ARDEX WPM 715 adhered 
with ARDEX WA 98 or BA 
2012 S/TF

ARDEX HD Cover Board 
(if required)

ARDEX Polyiso Board

Specified ARDEX Vapour 
Barrier

Approved Dimond Roofing metal 
deck pitched to falls

The exact functionality and buildup of systems should be discussed with your ARDEX Architectual 
Specifications Manager prior to finalising the design.

Fastening of ARDEX Polyiso Board has been omitted from these illustrations for clarity.


