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ARDEX WELDTEC DRAWING LIST
SHEET TITLE

DRAWING LIST

THRESHOLD AT OPENING - REBATED
THRESHOLD AT OPENING

BOTTOM PLATE WALL - DIRECT FIXED

BOTTOM PLATE WALL - CAVITY

INTERNAL CENTRAL

INTERNAL GUTTER

BOX GUTTER & PARAPET DOWNTURN
OVERFLOW

SCUPPER OUTLET

EAVES & VERGE

SPOUTING

ROOF PENETRATION

FLASHING INTO CONCRETE WALLS - CHASE
FLASHING INTO CONCRETE WALLS - MECHANICAL
FLASHING INTO CONCRETE WALLS - FLASHING
ONE WAY SUBSTRATE VENTILATOR

PIPE PENETRATION

TOP FIXED BALUSTRADE

PLANT EQUIPMENT SUPPORTS

TAPING SUBSTRATE

SEISMIC JOINT

CONSTRUCTION JOINT

TYPICAL MEMBRANE LAP & LAYERS

3D - INTERNAL CORNER

3D - INTERNAL ROOF DRAIN

3D - RAINWATER HEAD & SCUPPER OPENING IN
MEMBRANE 3D - ROOF EDGE MECHANICAL FIXED
WARM ROOF SYSTEM - CONCRETE

WARM ROOF SYSTEM - METAL DECK

WARM ROOF SYSTEM - PLYWOOD

KICKOUT FLASHING

PENETRATION

BATTEN FIXING - FOR CLADDING ONLY

PLANT EQUIPMENT SUPPORTS

DATE
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19/01/2026
19/01/2026
19/01/2026
19/01/2026

DRAWING LIST

SHEET TITLE

oo AW-00

DATE 19/01/2026
SCALE NOT TO SCALE




DRESS WELDTEC 100mm MIN.
UP FRAMING AT ENDS. WIDTH TO
SUIT JOINERY AND CLADDING

FINISHED FLOOR LEVEL

\
\
\
\
\
\
\
\
\
\
\
STOPENDS | — i
FLOOR DEPTH

g L
| FLOOR STRUCTURE

SILL FLASHING WITH 5° SLOPE AND

z

=

o

8 ARDEX CA20P
WALL OFFSET TO o

DECK STRUCTURE

ENCLOSED DECK STRUCTURE

THRESHOLD AT OPENING - REBATED woe AW-01
SHEET TITLE DATE 19/01/2026
SCALE 1:2 @ A4




DRESS WELDTEC 100mm MIN.
UP FRAMING AT ENDS. WIDTH TO
SUIT JOINERY AND CLADDING

ARDEX CA20P

SILL FLASHING WITH 5° SLOPE AND

STOPENDS FINISHED FLOOR LEVEL
FLOOR STRUCTURE
WALL OFFSET TO °
DECK STRUCTURE
z
=
o
S
ENCLOSED DECK STRUCTURE
THRESHOLD AT OPENING DWGNO.

SHEET TITLE

DATE 19/01/2026
SCALE 1:2 @ A4




BUILDING WRAP

CLADDING

CARRY WELDTEC UP BEHIND WRAP
AND PAST THE BUTTON PLATE OF

THE WALL FRAMING

WALL OFFSET TO DECK STRUCTURE

150 MIN.

100 MIN.

35 MIN.

ENCLOSED DECK STRUCTURE

FINISHED FLOOR LEVEL

FLOOR STRUCTURE

BOTTOM PLATE WALL - DIRECT FIXED

SHEET TITLE

oo AW-03

DATE 19/01/2026
SCALE 1:2 @ A4




NOTE:

1). INTERNAL CORNERS TO BE FORMED AS PER DETAIL
2). DIMENSIONS ARE SHOWN TO WELDTEC. HOWEVER,
WHERE THERE IS ADDITIONAL MATERIAL APPLIED OVER
THE WELDTEC ALL DIMENSIONS SHALL APPLY TO THE
HIGHEST LEVEL OF THE WEARING SURFACE

CLADDING

CAVITY

CARRY WELDTEC UP BEHIND WRAP
AND PAST THE BUTTON PLATE OF

THE WALL FRAMING J
|
|
|
|
_ |
CAVITY BASE CLOSURE | FINISHED FLOOR LEVEL
4 I e——
: FLOOR STRUCTURE
z |
= |
3 !
. |
= |
2 |
o
o
- |
|
. DRIP EDGE
Z
=
n
[ep]
ENCLOSED DECK STRUCTURE
DWG NO. AW'O4
BOTTOM PLATE WALL - CAVITY
SHEET TITLE DATE 19/01/2026
SCALE 1:2 @ A4




300 MIN.

GUTTER WIDTH IN ACCORDANCE WITH NZBC-E2

ARDEX WELDTEC ADHERED WITH

ARDEX WA98

GUTTER FALL 1:100 j

ARDEX SS CLAMPED LEAF GUARD

FILLET—

INTERNAL CENTRAL

SHEET TITLE

oo AW-05

DATE 19/01/2026
SCALE 1:2 @ A4




300 MIN.
GUTTER WIDTH IN ACCORDANCE WITH NZBC E2/AST1

50 MIN. 50 MIN.

200 MIN. ‘ 200 MIN.

METAL ROOFING

ARDEX WELDTEC ADHERED WITH
ARDEX WA98

FILLET

GUTTER SIZE & FALL IN
ACCORDANCE WITH NZBC E2/AS1
300MIN.

L]

PLYWOOD SUBSTRATE TO COMPLY
WITH CURRENT ARDEX WELDTEC

MASTERSPEC SPECIFICATION
INTERNAL GUTTER pweno 06
SHEET TITLE DATE 19/01/2026
SCALE 1:2 @ A4




PLYWOOD o

ARDEX WELDTEC ADHERED WITH

300 MIN.

GUTTER WIDTH IN ACCORDANCE WITH NZBC E2/AST

ARDEX WA98

\

FILLET

METAL CAPPING

FILLET

IN ACCORDANCE
‘ WITH NZBC NZBC E2/AS1 ‘

N\

MIN.

5.0°

P

—— NO TOP FIXINGS
IN FLASHING

PLYWOOD SUBSTRATE TO COMPLY

WITH CURRENT ARDEX WELDTEC
MASTERSPEC SPECIFICATION

GUTTER SIZE & FALL IN
ACCORDANCE WITH NZBC E2/ASH1

300MIN.

IN ACCORDANCE
" WITH NZBC NZBC E2/AS1

’

A

BOX GUTTER & PARAPET DOWNTURN

SHEET TITLE

DWG NO AW'O 7

DATE
SCALE

19/01/2026
1.2 @ Ad




CLADDING

ARDEX CA20P

ARDEX OVERFLOW

ARDEX OVERFLOW MUST
HAVE 2 DEGREE FALL

TAPE

ARDEX SEAM TAPE/SEAM PRIMER

CAVITY CLOSER

ARDEX SEAM TAPE/SEAM PRIMER

FILLET

ARDEX WELDTEC ADHERED WITH
L ARDEX WA98

50 MIN.

PLYWOOD SUBSTRATE TO COMPLY
WITH CURRENT ARDEX WELDTEC
MASTERSPEC SPECIFICATION

OVERFLOW

SHEET TITLE

wero AW-08

DATE 19/01/2026
SCALE 1:2 @ A4




5.0°MIN.

NO TOP FIXINGS IN FLASHING

ULZJJ < 2 u
e ‘ 25
| O - <| <
Q8 : 28
8 pd &|w
Ol
< £ OE
Z/=s ‘ <=
METAL CAPPING o =
- ’ 2 B} | ARDEX WELDTEC ADHERED WITH
ARDEX CA20P / 14 N\ T
ARDEX SCUPPER : '
EXTERNAL RAINHEAD WITH - )
OVERFLOW i’ \
2 ARDEX SEAM TAPE/SEAM PRIMER
ARDEX SCUPPER a , )
MUSTHAVE2 — —| \. : : ;
DEGREE FALL ARDEX SEAM TAPE/SEAM PRIMER
ARDEX WELDTEC ADHERED WITH
————————
50 MIN. '¥ PLYWOOD SUBSTRATE TO COMPLY
WITH CURRENT ARDEX WELDTEC
MASTERSPEC SPECIFICATION
DWG NO AW'09
SCUPPER OUTLET

SHEET TITLE

DATE 19/01/2026
SCALE 1:2 @ A4




MEMBRANE DRESSED DOWN OVER

BARGE FLASHING AND RETURNED AT
ENDS

UPSTAND FRAMING

IN ACCORDANCE
WITH NZBC E2/ASH

APPROPRIATE FASTENER

ARDEX PRESSURE SEAL WITH ARDEX
CA20P SEALANT

ARDEX WELDTEC ADHERED WITH

ARDEX WA98

/7 PLYWOOD

2
|

BARGE BOARD

CLADDING

BUILDING WRAP-

EAVES & VERGE

SHEET TITLE

wore AW-10

DATE 19/01/2026
SCALE 1:2 @ A4




ARDEX WELDTEC ADHERED WITH

ARDEX WA98

PLYWOOD SUBSTRATE TO COMPLY
WITH CURRENT ARDEX WELDTEC
MASTERSPEC SPECIFICATION

FASCIA:

STAINLESS STEEL FIXING

PVC TAPE SEPARATION LAYER

ALUMINIUM ANGLE

p——— SPOUTING BY OTHERS

ARDEX SEAM TAPE / SEAM PRIMER

SPOUTING

SHEET TITLE

DWG NO AW'1 1

DATE 19/01/2026
SCALE 1:2 @ A4




NOTE:
1). FOR MAX PENETRATION SIZE 1200x1200mm
2). EXTERNAL CORNERS TO BE FORMED AS SHOWN

OVER FLASHING FROM ROOFLIGHT,

VENT ETC

ARDEX WELDTEC ADHERED WITH

ARDEX WA98

FILLET-

PLYWOOD

150 MIN.
IN ACCORDANCE WITH NZBC

b——— INTERNAL LINING

ROOF PENETRATION

SHEET TITLE

oo AW-12

DATE 19/01/2026
SCALE 1:2 @ A4




T NOTE:

SN ARDEX WELDTEC IS ADHERED WITH ARDEX WA98
SARe ADHESIVE INTO SQUARE CHASE AND FINISHED
WITH ARDEX CA20P SEALANT

SQUARE CHASE

ARDEX CA20P OR RA040

RADIUS ANGLE

CONCRETE -®

150 MIN.

Do

ARDEX WELDTEC ADHERED WITH

ARDEX WA98 | I o

FILLET SRS

FLASHING INTO CONCRETE WALLS - CHASE pweno AW'1 3
SHEET TITLE - 190112026
SCALE 1:2 @ A4




ARDEX PRESSURE SEAL WITH ARDEX 4
CA20P SEALANT R

APPROPRIATE FASTENER————®

CONCRETE ‘e

150 MIN.

NN

ARDEX WELDTEC ADHERED WITH - : a .

e
ARDEX WA98
FILLET N Y
a N i
& 4 : -
: 2 . -

FLASHING INTO CONCRETE WALLS - MECHANICAL

SHEET TITLE

- AW-14

DWG NO
DATE 19/01/2026
SCALE 1:2 @ A4




15-20 mm

ARDEX GA20P :
A
RADIUS ANGLE o«
PR
CONGRETE o ‘

FLASHING OVER ARDEX WELDTEC——4

T e .

ARDEX WELDTEC ADHERED WITH "
ARDEX WA98

FILLET R

IN ACCORDANCE

WITH NZBC

150 MIN.

NOTE:

ARDEX WELDTEC IS ADHERED WITH WA 98 ADHESIVE
UPTO THE CHASE. THE FLASHING IS SEALED INTO
THE CHASE USING ARDEX CA20P OR ARDEX RA88.

FLASHING INTO CONCRETE WALLS - FLASHING

SHEET TITLE

oo AW=-15

DATE 19/01/2026
SCALE 1:2 @ A4




NOTE:

IF FLASHING TAPE IS USED IT MUST NOT BE LEFT
EXPOSED. A COVER STRIP WELDTEC MUST BE
APPLIED OVER THE FLASHING TAPE TO FINISH

T ”\C STAINLESS STEEL CLIP
SEAL WITH ARDEX CA20P

&————— ARDEXWELDTEC COVER STRIP

I
I
ARDEX WELDTEC ADHERED WITH I
I
I

|
|
| FLASHING TAPE
ARDEX WA98 |
3 GAP I
T — 1 LA ——
PLYWOOD SUBSTRATE TO COMPLY D

WITH CURRENT ARDEX WELDTEC
MASTERSPEC SPECIFICATION

CAVIBAT BATTEN ®

CEILING INSULATION

nnnnnnnnnnnnnn

SCALE 1:2 @ A4

ONE WAY SUBSTRATE VENTILATOR DWG NO AW'1 6
v, | SHEETTITLE DATE 19/01/2026




NOTE:

IF FLASHING TAPE IS USED IT MUST NOT BE LEFT
EXPOSED. A COVER STRIP WELDTEC MUST BE
APPLIED OVER THE FLASHING TAPE TO FINISH

STAINLESS STEEL CLIP

SEAL WITH ARDEX CA20P ARDEX WELDTEC COVER STRIP

————————— FLASHING TAPE

ARDEX WELDTEC ADHERED WITH
ARDEX WA98

| |
| |
: : —— PLYWOOD
| |

PIPE PENETRATION oo AW=-17

SHEET TITLE DATE 19/01/2026
SCALE 1:2 @ A4




BALLUSTRADE POST

9MM SHIM
PLYWOOD/NYLON

NOTE:

FOOT PLATE AND TOP OF 9mm PLYWOOD MUST

BE THE SAME PROFILE (PLAN VIEW)

ONLY FOR USE AS A RETRO FITTING OR LIKE FOR LIKE
NOT FOR NEW BUILD

SCREW AND RUBBER SEAL AS PER
BALUSTRADE SUPPLIER

STEEL PLATE

DETAIL TAPE

OVER FLASH OF ARDEX WELDTEC ADHERED WITH
ARDEX WA98 ON SHIM. WELDED TO MAIN SHEET

T TN
[ MAIN SHEET OF ARDEX WELDTEC
ADHERED WITH ARDEX WA98
——— =
i ———— =
= = PLYWOOD

APPLY ARDEX CA20P SEALANT TO
ALL HOLES THROUGH SUBSTRATE

TOP FIXED BALUSTRADE

SHEET TITLE

DWG NO AW'1 8

DATE 19/01/2026
SCALE 1:2 @ A4




SCREWED TOP PLATE

PLINTH
T 10 T
o/ DETAIL TAPE
= = ARDEX WELDTEC ADHERED WITH
= = ARDEX WA98
= = PLYWOOD
— w 5

PLANT EQUIPMENT SUPPORTS wwo AW-19

SHEET TITLE DATE 19/01/2026
SCALE 1:2 @ A4




NOTE:

ALL JOINTS BETWEEN SUBSTRATE SHEETS OF
PLYWOOD SHOULD BE TAPED TO PREVENT
STRESSING OF THE ARDEX WELDTEC IN CASE
OF MARKED TIMBER MOVEMENT

ARDEX RELEASE TAPE

ARDEX WELDTEC ADHERED WITH
ARDEX WA98 7

3 GAP

PLYWOOD SUBSTRATE TO COMPLY /
WITH CURRENT ARDEX WELDTEC

MASTERSPEC SPECIFICATION

TAPING SUBSTRATE

SHEET TITLE

wore AW-20

DATE 19/01/2026
SCALE 1:2 @ A4




WELDTEC UNDERFLASHING FULLY
BONDED TO ONE SIDE OF JOINT

ARDEX WELDTEC ADHERED WITH

ARDEX WA98

FIRE RESISTANT PRODUCTASPER = .

FIRE ENGINEERS REQUIREMENTS

CONCRETE SLAB——————@® ~ R

EXPANSION JOINT Tt

SEISMIC JOINT

SHEET TITLE

DWG NO

- AW-21

DATE
SCALE

19/01/2026
1:2 @ A4




ADHESIVE STUCK TO ONE SIDE OF
THE JOINT ONLY

ARDEX WELDTEC ADHERED WITH

ARDEX WA98 \

EXPANSION JOINT

CONCRETESLAB———————————& * "=~ * . .

CONSTRUCTION JOINT

SHEET TITLE

DWG NO

- AW-22

DATE
SCALE

19/01/2026
1:2 @ A4




40MM HEAT WELD
FOR ROBOTIC WELD

50MM HEAT WELD

| FOR HAND WELD ARDEX WELDTEC ADHERED WITH
‘ ARDEX WA98

—— SELECTED SUBSTRATE

TYPICAL MEMBRANE LAP & LAYERS s AW-23

SHEET TITLE DATE 19/01/2026
SCALE 1:2 @ A4




NOTE:
FILLETS MUST BE USED ON ALL
INTERNAL CORNERS

WITHOUT CUTTING ARDEX WELDTEC SIMPLY FOLD A
'PIG'S EAR' CORNER AS SHOWN. THE ANGLE FOLD
SHOULD BE BEHIND THE MAIN SHEET

WALL CLADDING TO BE INSTALLED OVER THE
WATERPROOFING MEMBRANE OR TERMINATED
APPROPRIATELY

FILLET CUT ON ANGLE TO ALLOW PIGS EAR
TO LAY BACK AGAINST VERTICAL WALL

ARDEX WELDTEC TO FINISH UNDER
WALL CLADDING

150 MIN.

P ~ ~

~ A ~ FILLET
~N

~ N
~ N

~ N
~ N
~
~
~

3D - INTERNAL CORNER DWG NO AW'24
SHEET TITLE - 19/01/2020
scale NOT TO SCALE




GRATE COVER TO SUIT
FINISHED APPLICATION

INNER CLAMP RING

ARDEX WELDTEC ADHERED
WITH ARDEX WA98

SCREWS

OUTLET MUST BE REBATED TO
FINISH FLUSH WITH SUBSTRATE

APPLY ARDEX WA98 ADHESIVE
TO SUBSTRATE BASE IN
REQUIRED STAGES

3D - INTERNAL ROOF DRAIN DWGNO AW'25

SHEET TITLE DATE 19/01/2026
scale NOT TO SCALE




LIP OF DISCHARGE AT
LOWEST POINT OF ROOF

OUTLET MUST EXTEND
A MIN OF 25MM

75 MIN.
OPENING

ARDEX EXTERNAL
RAINHEAD

DOWNPIPE

3D - RAINWATER HEAD & SCUPPER OPENING IN MEMBRANE weo. AW-26

SHEET TITLE DATE 19/01/2026
scale NOT TO SCALE




NO TOP FIXINGS IN FLASHING

METAL CAPPING

ARDEX WELDTEC ADHERED
WITH ARDEX WA98 TO
SUBSTRATE

FILLET

SUBSTRATE

Disclaimer:
o at

ARDEX WELDTEC

(ot

‘connection wilh the use, or inabilty o use, the information.

 negligence. or any ofher orin

practice,

3D - ROOF EDGE MECHANICAL FIXED

SHEET TITLE

DWG NO. AW'2 7

DATE 19/01/2026
scale NOT TO SCALE




ARDEX WELDTEC ADHERED WITH

ARDEX WA98

OPTIONAL ARDEX HD COVER BOARD

ARDEX POLYISO BOARD

TWIN PACK POLYISO ADHESIVE

—————— ARDEXA38 SCREED TO FALLS.

CONCRETE
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N
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NOTE: FOR FASTENING OR FIXING PATTERN DEPENDENT ON WIND ZONE/R VALUES.
CONSULT WITH AN ARDEX REPRESENTATIVE

WARM ROOF SYSTEM - CONCRETE

SHEET TITLE

oo AW-28

DATE 19.01.2026
SCALE 1:2 @ A4




ARDEX WELDTEC ADHERED WITH

ARDEX WA98

OPTIONAL ARDEX HD COVER BOARD

ARDEX POLYISO BOARD

ARDEX VAPOUR BARRIER
(IF REQUIRED)

APPROVED DIMOND ROOFING METAL
DECK PITCHED TO FALLS

NOTE: FOR FASTENING OR FIXING PATTERN DEPENDENT ON WIND ZONE/R VALUES.

CONSULT WITH AN ARDEX REPRESENTATIVE

WARM ROOF SYSTEM - METAL DECK

SHEET TITLE

oo AW-29

DATE 19/01/2026
SCALE 1:2 @ A4




ARDEX WELDTEC ADHERED WITH

ARDEX WA98

OPTIONAL ARDEX HD COVER BOARD

ARDEX POLYISO BOARD

ARDEX VAPOUR BARRIER

(IF REQUIRED)

PLYWOOD PITCHED TO FALLS

NOTE: FOR FASTENING OR FIXING PATTERN DEPENDENT ON WIND ZONE/R VALUES.

CONSULT WITH AN ARDEX REPRESENTATIVE

WARM ROOF SYSTEM - PLYWOOD

SHEET TITLE

wore AW-30

DATE 19/01/2026
SCALE 1:2 @ A4




WATERPROOFING MEMBRANE T

MIN 150MM UPSTAND

\

DRIP-EDGE FLASHING

ANRRRRNNNS
N
SUBSTRATE — A NN NN

NANANNNN

N\

NN\

175

KICKOUT FLASHING

180

BLACK/GREY

SUPPLIED IN PAIRS
BLACK: 10270

85
105

GREY: 10271

LAPTAPE

STEP 1

INSTALL MEMBRANE
UNDERFLASHING FIRST
UNDER THE DIVERTER

STEP 3

TOP (MAIN) SHEET

INSTALL OVER THE DIVERTER AND
RUBBER UNDERFLASHING
TERMINATING WITH LAP-TAPE

STEP 2

KICK-OUT FLASHING
INSTALL OVER THE RUBBER
UNDER FLASHING

R/MH

L/H

KICKOUT FLASHING

SHEET TITLE

DWG NO AW'3 1

DATE
SCALE

19/01/2026
1.2 @ Ad




25 25 25

\ _
MIN MIN MIN
FILL WITH ARDEX RA54
PRIME WITH ARDEX WPM299 SEAM PRIMER
PREFORM BOOT USING
ARDEX WELDTEC ADHERE
WITH ARDEX SEAM TAPE 5
AND ARDEX SEAM PRIMER N
4
PRECUTPVCPPE — e 5
u ARDEX WELDTEC ADHERED WITH ARDEX WA98
D
WELLDED SEAM
3 50MM
1 1
e INSULATION
e  ROOFDECK
®
PENETRATION PENETRATION

NON-SHRINK GROUT

PENETRATION ooro. AW=-32

SHEET TITLE DATE 19/01/2026
SCALE 1:2 @ A4




ALL FASTENER POINTS
TO BE SEALED WITH
ARDEX CA20P

ARDEX WELDTEC ‘ ‘

DETAIL TAPE

PLYWOOD BATTEN CD GRADE
OVER FLASH OF ARDEX WELDTEC ADHERED WITH
= ARDEX WA98 ON SHIM. WELDED TO MAIN SHEET

MAIN SHEET OF ARDEX WELDTEC

‘ / ADHERED WITH ARDEX WA98

= PLYWOOD
v

APPLY ARDEX CA20P SEALANT
TO ALL HOLES THROUGH
SUBSTRATE

BATTEN FIXING - FOR CLADDING ONLY oo AW-33
SHEET TITLE DATE 19/01/2026
SCALE 1:2 @ Ad

od faith wth

hether direct, indirect or

which they used in
1o certain terms, warranties and exclusions whic




ARDEX CA20P INCLUDING THE FASTENERS

\
|
|
ALL FASTENER POINTS TO BE SEALED WITH ‘
USED TO SECURE THE PLANT

|

SCREWED TOP PLATE
PLINTH
_____ — ARDEX WPM 715

OVER FLASH OF ARDEX WELDTEC
WITH ARDEX WA98 ON PLINTH, DETAIL TAPE
WELDED TO MAIN SHEET

SUBSTRADE

PLANT EQUIPMENT SUPPORTS oo AW-34

e SHEETTITLE DATE  19/01/2026
o chan - vararis s o e . SCALE 1:2 @ Ad
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