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ARDEX HD Seam Plate
DESCRIPTION

ARDEX HD Seam Plates are specifically designed to be used for the 
attachment of ARDEX TPO membranes to approved substrates in 
conjunction with ARDEX All Purpose Fasteners. 

PREPARATION 

ARDEX HD Seam Plate can only be used to fasten the ARDEX TPO 
membrane. They are not to be used for insulation attachment or 
attachment of non-reinforced flashing.

APPlICATION

Position the HD Seam Plates as specified in the installation instructions 
and attach them to the substrate using the appropriate fastener.

COvERAgE

In compliance with the requirements.

CHARACTERISTICS

Physical

•	 Plates are circular shaped, 60.3 mm diameter

•	 Plates have 4 inner and 4 outer Eyehook extensions for 
additional holding power

Technical

Material Galvalume – Sheet Steel (AZ50 or AZ55)
Material thickness 0.94 mm
Hole diameter 6.73 mm ± 0.076 mm
Pull through resistance 317.5 N from center hole
Corrosion resistance < 15% red rust in 15 Kesternich cycles

PACkAgINg/STORAgE/SHElf lIfE 

Packaging:  1000 pcs/pail.

Storage:  Dry and clean.

Shelf life:  Unlimited.

PRECAuTIONS  

Eye protection is recommended during installation.

DISClAIMER

The technical details, recommendations and other information contained in this data sheet 
are given in good faith and represent the best of our knowledge and experience at the time 
of printing. It is your responsibility to ensure that our products are used and handled correctly 
and in accordance with any applicable Australian Standard, our instructions and 
recommendations and only for the uses they are intended. We also reserve the right to 
update information without prior notice to you to reflect our ongoing research and 
development program.

Country specific recommendations, depending on local standards, codes of practice, 
building regulations or industry guidelines, may effect specific installation recommendations.

The supply of our products and services is also subject to certain terms, warranties and 
exclusions, which may have already been disclosed to you in prior dealings or are otherwise 
available to you on request. You should make yourself familiar with them.
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